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APPENDIX I TO PART 86—URBAN DYNAMOM-
ETER SCHEDULES 

APPENDIX II TO PART 86—TEMPERATURE 
SCHEDULES 

APPENDIX III TO PART 86—CONSTANT VOLUME 
SAMPLER FLOW CALIBRATION 

APPENDIX IV TO PART 86—DURABILITY DRIV-
ING SCHEDULES 
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APPENDIX VII TO PART 86—STANDARD BENCH 
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APPENDIX VIII TO PART 86—AGING BENCH 
EQUIPMENT AND PROCEDURES 

APPENDIX IX TO PART 86—EXPERIMENTALLY 
DETERMINING THE R-FACTOR FOR BENCH 
AGING DURABILITY PROCEDURES 

APPENDIX X TO PART 86—SAMPLING PLANS 
FOR SELECTIVE ENFORCEMENT AUDITING 
OF HEAVY-DUTY ENGINES AND LIGHT-DUTY 
TRUCKS 

APPENDIX XI TO PART 86—SAMPLING PLANS 
FOR SELECTIVE ENFORCEMENT AUDITING 
OF LIGHT-DUTY VEHICLES 

APPENDIX XII TO PART 86—TABLES FOR PRO-
DUCTION COMPLIANCE AUDITING OF HEAVY- 
DUTY ENGINES AND HEAVY-DUTY VEHI-
CLES, INCLUDING LIGHT-DUTY TRUCKS 

APPENDIX XIII TO PART 86—STATE REQUIRE-
MENTS INCORPORATED BY REFERENCE IN 
PART 86 OF THE CODE OF FEDERAL REGU-
LATIONS 

APPENDIX XIV TO PART 86—DETERMINATION 
OF ACCEPTABLE DURABILITY TEST SCHED-
ULE FOR LIGHT-DUTY VEHICLES AND LIGHT 
LIGHT-DUTY TRUCKS CERTIFYING TO THE 
PROVISIONS OF PART 86, SUBPART R 

APPENDIX XV TO PART 86—PROCEDURE FOR 
DETERMINING AN ACCEPTABLE EXHAUST 
REGENERATION DURABILITY-DATA TEST 
SCHEDULE FOR DIESEL CYCLE VEHICLES 
EQUIPPED WITH PERIODICALLY REGEN-
ERATING TRAP OXIDIZER SYSTEMS CERTI-
FYING TO THE PROVISIONS OF PART 86, 
SUBPART R 

APPENDIX XVI TO PART 86—POLLUTANT MASS 
EMISSIONS CALCULATION PROCEDURE FOR 
GASEOUS-FUELED VEHICLES AND FOR VEHI-
CLES EQUIPPED WITH PERIODICALLY RE-
GENERATING TRAP OXIDIZER SYSTEMS 
CERTIFYING TO THE PROVISIONS OF PART 
86, SUBPART R 

APPENDIX XVII TO PART 86—PROCEDURE FOR 
DETERMINING VEHICLE EMISSION CONTROL 
TECHNOLOGY CATEGORY/FUEL REACTIVITY 
ADJUSTMENT FACTORS FOR LIGHT-DUTY 
VEHICLES AND LIGHT LIGHT-DUTY TRUCKS 
CERTIFYING TO THE PROVISIONS OF PART 
86, SUBPART R 

APPENDIX XVIII TO PART 86—STATISTICAL 
OUTLIER IDENTIFICATION PROCEDURE FOR 
LIGHT-DUTY VEHICLES AND LIGHT LIGHT- 
DUTY TRUCKS CERTIFYING TO THE PROVI-
SIONS OF PART 86, SUBPART R 

AUTHORITY: 42 U.S.C. 7401–7671q. 

EDITORIAL NOTE: Nomenclature changes to 
part 86 appear at 60 FR 34377, June 30, 1995. 

Subpart G—Selective Enforcement 
Auditing of New Light-Duty 
Vehicles 

SOURCE: 41 FR 31483, July 28, 1976, unless 
otherwise noted. 

§§ 86.601–1—86.601–83 [Reserved] 

§ 86.601–84 Applicability. 

For 1984 and later model year light- 
duty vehicles, all provisions of this 
subpart are applicable. The provisions 
of this subpart are not applicable to 
1984 and later model year light-duty 
trucks. 

(a) Section numbering; construction. (1) 
The model year of initial applicability 
is indicated by the two digits following 
the hyphen of the section number. A 
section remains in effect for subse-
quent model years until it is super-
seded. 

(2) A section reference without a 
model year suffix shall be interpreted 
to be a reference to the section applica-
ble to the appropriate model year. 

(b) References in this subpart to en-
gine families and emission control sys-
tems shall be deemed to refer to dura-
bility groups and test groups as appli-
cable for manufacturers certifying new 
light-duty vehicles and light-duty 
trucks under the provisions of subpart 
S of this part. 

(Secs. 206, 208(a) and 301(a), Clean Air Act, as 
amended, 42 U.S.C. 7525, 7542(a) and 7601(a)) 

[49 FR 69, Jan. 3, 1984. Redesignated at 54 FR 
2122, Jan. 19, 1989, as amended at 62 FR 31234, 
June 6, 1997; 64 FR 23922, May 4, 1999] 

§ 86.602–84 Definitions. 

(a) The definitions in this section 
apply to this subpart. 

(b) As used in this subpart, all terms 
not defined herein have the meaning 
given them in the Act. 

(1) Acceptable Quality Level (AQL) 
means the maximum percentage of 
failing vehicles that, for purposes of 
sampling inspection, can be considered 
satisfactory as a process average. 
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